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Wood Chipper 
 
Husmann offers 5 types of wood chippers.  They differ in size of material to be processed, 
size of infeed, performance of drive, thickness of cutter disc as well as weight and overall 
size. 
All types are available as machines with either PTO drive or with a chassis and an engine. 
The customer can choose between Diesel and electric motor, whereas the smallest type – the 
H4 – is additionally available with a petrol engine. 
 
The designations of the five types, H4, H6, H7, H8 and H10 come from the affected diameter 
of the cutter disc (400, 600, 700, 800 and 1,000 mm). They are equipped with hardened, 
bolted and therefore regrindable cutters. The final letter of the designation shows the special 
characteristic of the machine. »Z« is for PTO-drive, »M« is for motor-drive, and »H« is for 
the trolley. 
 
All chippers from Husmann are equipped with a special silent cut system – a system with a  
remarkable reduction of noise, based on a special alignment of cutter and counter cutter, as 
well as a new developed infeed system. The chippers are equipped with a cutter disc and an 
hydraulically forced infeed. Two infeed rollers, each powered by an oil motor, guarantee an 
optimal feeding of the machine. The large capacity hopper is also the convey to the cutter 
disc. Automatic overload protection, rotatable chipping unit and height adjustable drawbar 
are further convincing quality characteristics. 
 
The wood chippers crush loppings, green woods and logs to be used for composting or as grit 
in parks or as wood chips to feed heating systems. Being equipped with an engine, they are 
set on a chassis for 80 km/h including lighting and TÜV-approval (German Technical 
Control Board). Only the H4 is also available on a trolley. Quite a highlight is the wood 
chipper on track. This version proves its advantage by the very gentle pressure to the ground 
due to the favourable load distribution to the contact areas.  
 
 
Key data of wood chippers H4 to H10: 

 

 diamter of 
material 
[mm] 

performance 
Diesel engine* 

[kW / hp] 

required 
performance (PTO) 

[kW / hp] 

H4 140 21.0 / 29 from 15 / 21 
H6 180 35.9 / 49 from 40 / 55 
H7 200 35.9 / 49 from 45 / 62 
H8 240 47.0 / 64 from 50 / 68 
H10 270 47.0 / 64 from 70 / 95 

 
*engine perfomance at 2,300 rev./ min. 
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Gallery – Wood Chipper 
 

 

 
H4 M set on 80 km/h chassis 

 

 
 

 
H4 M on track 

 

 
                               H4 Z 

 

 
  H6 M on track 

 
 

 
H6 M set on 80 km/h chassis 
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Gallery – Wood Chipper 
 

 

 
H7 Z 

 

 

 
H8 M 

 

 
H10 Z 

 
 

 
H10 Z with wood-loader crane 

 

 
H10 M set on 80 km/h double-axle 
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Wood chipper,scheme
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